From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Grant Youngman <gyoungma@gtetel.com>
Subject: 32V3 Pricing?
Message-ID: <Chameleon.951219174351.gyoungma@gyoungma.gtetel.com>

Can anyone tell me what the current typical price range would be for a 32V3 in 
good working shape?

Thanks .. Grant
-------------------------------------
Grant Youngman -- NQ5T

WANTED: Hammarlund SPC-10

gyoungma@gtetel.com
-------------------------------------




From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: k3drj@radix.net (Jim Harding)
Subject: Re: 450TH
Message-ID: <199512192226.RAA20995@news1.radix.net>

.
>The lettering was rubbed off the GE's and on one or two I could see a faint
>trace of lettering with the light at just the right angle. 


Try a little hot breath on the tube.  (Like you would when you fog up
eyeglasses before cleaning them.)  Really brings out the indentification marks!

73 Jim K3DRJ

k3drj@radix.net  



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: 450TH
Message-ID: <Pine.3.89.9512200905.D4890-0100000@unixs1.cis.pitt.edu>

Place the tube in the freezer compartment of the frige.  Remove after 
chilling and the lettering should appear.

Dave, W3BJZ


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: lkayser@WorldLink.ca (Larry Kayser)
Subject: 450TH's by GE
Message-ID: <9512192322.AA04117@beacon.WorldLink.ca>

Bill wrote
"  Seems that most of the 450TH's I got were made by GE and not EIMAC.
They look a little different and the EIMAC one (only one EIMAC in the batch)
was a TL and 5 of the 6 strands of filiment were broken. All but one of the
8 GE's survived shipping and it lost one of the six strands. Only one seems
to be a TH the others appear to be TL (determined by the pitch of the grid).
The lettering was rubbed off the GE's and on one or two I could see a faint
trace of lettering with the light at just the right angle. 

  I did not know that GE made 450TH or TL's. Does any one have a GE manual that 
shows this tube or a sub.?

 73
 Bill ko4ww"

No I do not have a manual, but I did use a GE tube which they called a 6C21
or something like that on 50 MHz in a tuned line amplifier.  The Tubes were
a modified version of the 450TH and they were very very cheap years ago,
about $1.50 a piece, mainly because hardly anybody tried to use them.  We
were paying $.50 a piece for 837's to use on SSB at the same time, 1625's
and 6ag7's were going for 4 or morefor a $1 but that kind of stuff only
makes BA lovers cry a lot.

They were equivalent to the 450 and worked very reliably.  They were used in
a radar pulse system late in WW II.

73, Larry

  



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: GDentHouTX@aol.com
Subject: Re: 450TH's by GE
Message-ID: <951219200908_94829344@emout05.mail.aol.com>

Larry (et al):
     The 6C21 which occupies a place of honor in my shack is a JAN-Machlett.
Even though its a(presumably defunct?)pull, I keep it where I can see it to
remind me of my original Elmer, W5BRR (later W5GO, now long a Silent Key).
 George used this in an EXTREMELY robust "large CW man's" amp to stay on top
of the Honor Roll back in the early 60's. Drove it with an Invader and had
replaced his HRO-50T by the time I got to know him with the only Squires
Sanders SS-1R that I've ever seen outside the cover of the AES catalog.  In
this holiday season of giving and rememberance, I just wanted to take the
time to remember and(far too late) to thank him publicly for tolerating a
pesky kid's fascination with things that went "dah-di-dah" and glowed in the
dark. Mom threw out all the QST's and Handbooks but hung on to this because
even she knew it was something special that I'd want some day. Thanks for the
bandwidth and Merry Christmas.

73, Gerald  KC5RNX  (ex-WA5TVM)
GDentHouTX@aol.com 


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: "Terry O'Laughlin, RM:7135, #:6-6667" <OLAUGHLIN@vilas.uwex.edu>
Subject: activity on 1660kHz
Message-ID: <MAILQUEUE-101.951220120531.384@vilas.uwex.edu>

My buddy Don Sieb has logged WDJM here in Madison, WI.  It's got a 
solid signal.  You might want to give a listen.

73     Terry O'     WB9GVB


It's been a hot topic on Airwaves Radio Journal:

------- Forwarded Message Follows -------

Subject: New station on new AM subband: WJDM on 1660 KHz, heard in north NJ
From: wa2ise@netcom.com (Robert Casey)
Organization: Netcom Online Communications Services (408-241-9760 login: guest)


Right now, as I type this (Tuesday night Dec 19, 9:18 PM EST) I am listening
to a station at 1660 KHz, call "WDJM".  It's local, Elizabeth, NJ.
So far, this station has only played oldies (for the last 50 or so
minutes).  At 9:22 PM EST, a jingle "the first station on the extended band".

Radio equipment: First tuned in this new station on an old "All American 5"
vacuum tube radio, and then used a GPR-90 communications SW radio to get
confirmation that it's really there and to hear it better.

to make an older radio tune the new subband (1600-1700) you need to identify
the local oscillator coil and adjustment cap, and the antenna circuit coil
and cap.  Tune in a station at the top of the dial, a station you know the
frequency of.  By adjusting the local oscillator trim cap (that screw on
the tuning cap, another screw on this cap is the antenna trimmer).  "Walk"
the station down the dial by small increments, and tune in the low end
of the AM band 540 to verify you haven't lost it.  Adjust the oscillator
coil (if adjustable) to get the 540 end of the band back.  Increment
both adjustments several times, back and forth.  Also when listening to a 
station on the top nd of the band, tweak the antenna trimmer to increase
signal strength.  
Don't do this unless you're familiar with aligning radios, practice on a
radio you don't care that much about first.  



Subject: Re: WDJM(?) Elizabeth, NJ? Schedule?
From: Mark Herson <mherson@intac.com>
Organization: INTAC Access Corporation - An Internet Service Provider


dboucher <dboucher@tiac.net> wrote:

>Does anyone know the testing schedule for this new station in the extended 
>AM band?

That's actually WJDM in Elizabeth, NJ, a local station to me.

I've heard it sign off about 10 pm EST with a simulcast of their 1530 KHz 
allocation until daytime signoff (now around 5:15 pm).

-- 
Regards, Mark

http://www.intac.com/~mherson/



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: activity on 1660kHz
Message-ID: <Pine.ULT.3.91.951220151816.4719A@admin.aurora.edu>

On Wed, 20 Dec 1995, Terry O'Laughlin, RM:7135, #:6-6667 wrote:

> My buddy Don Sieb has logged WDJM here in Madison, WI.  It's got a 
> solid signal.  You might want to give a listen.

I copied them Monday night (I am near Chicago) on my R71A even though my
noise level was S-9. The latest issue of Popular Communications has an
article about this station. They are apparently there to stay.
73 de Bob, K9EUI


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: List Admin/Owner BoatAnchor Mail List <listown@jackatak.theporch.com>
Subject: Administrivia: Updates posted
Message-ID:  <9512192227.aa06668@jackatak.theporch.com>

Gang-

It has been a long siege, and I am tired, though not ready to quit...

READ THIS CAREFULLY!!!

There are new versions posted in the archives for these two files:

BA.forsale
and
QTH.BAfolks

I have posted the instructions before, and I will again, but PLEASE 
READ AND FOLLOW THEM!!!!!!!!! I am too tired to deal with people who 
send requests for files to the list address... DO NOT DO THAT!!!!

Send email to

LISTPROC@THEPORCH.COM
(*NO* other address will work, so follow the instructions, please)

and in the body of your message, type ewither or both:

get boatanchors BA.forsale

or

get boatanchors QTH.BAfolks

That is all there is for now...
Thanks, and have a great Holiday
--
73
Jack, W4PPT/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;^)
               - - - BoatAnchor Mailing List Owner - - -
 listown@jackatak.theporch.com-"Plus ca change, plus c'est la meme chose"



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Amateur Radio Internet Shopper
Message-ID: <Pine.3.89.9512200930.L4890-0100000@unixs1.cis.pitt.edu>

	
A new home page is now on and is very informative.  Miscellaneous
networks are available.  This should be one of the premier web sites
for amateurs.  The E-Mail address is

http://www.cqinternet.com

Happy Hollidays to all and the best of the New Year.

Dave, W3BJZ


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: lkayser@WorldLink.ca (Larry Kayser)
Subject: Big Tubes...
Message-ID: <9512201845.AB07165@beacon.WorldLink.ca>

When I was a lil kid in the late 1940's I once visited George VE4RO's shack
which was west of Winnipeg, Manitoba.  It was late in the evening in the
late fall and George had his shack in the garage located next to his home.
Separate amplifiers of big bottles stood around for each band, the tuning
controls were extended sometimes 4 or 5 feet out to large knobs that hung in
mid air near his operating position. 

Normally only one set of filaments were turned on at a time (this was his
band changing system), however to take the chill out of the garage in the
winter, all the filaments could be turned on at once, until the small wood
stove caught up with the task.  The homemade exciter and National HRO
receiver were never turned off.  What a sight it was for a child to see, it
has always impressed me so much.

He used 450T's on 40 Meters, 833's on 80 Meters and I think a 750T on 20
meters. As each of you settle in the holiday season, you can reflect on the
times past when tubes like this, including sockets, went surplus for $2 or
$3 a piece..

O for days past in some ways.....

My best to all BAers

Larry 
ex ve4lk, ve5pu, ve8pq, ve3fnk, ve3dak, ve2tq (3c2tq), ve3qb, ve3paz etc.



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Michael.J.Knudsen@att.com
Subject: Re: Cap values?
Message-ID: <9512192228.AA24189@bock.ih.att.com>

Incredibly, (and I don't like Hz any more than most people, tho it *is*
the German word for mankind's oldest frequency/time standard device),
the Germans were using this unit back in the 'teens.  I saw a WW-I U-boat radio
in the Muchow Museum in Elgin, IL with dials marked in KILO-HZ.
I was really surprised the unit was that old.

Don't know when the big German electrical company got their name
put on the "mho" tho.

I still like the suggestion I heard years ago, that RPM or rev/min
should be renamed the "Edison."  As in a 45-Edison jukebox, etc.
My Honda is redline at 6 kEd, and so on.  73, mike k w9nrd


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: robert fowle <hammarlund@voyager.net>
Subject: cleaning shop
Message-ID: <199512202043.PAA25957@vixa.voyager.net>

happy holidays too all!
i have the following to move along.
6 Hammarlund speakers, 10" jensen, sp200/400/129X, color determines
match.  all 6 for $280 shipped
1 SP600JX14 Custom, done for looks at Hammarlund, less than 50 units
done this way . front bottom right corner has slight bend (courtesy of
UPS) can be corrected, but i don't have time.  $650.00 + shipping
        unit plays and looks *great* otherwise. has top & bottom covers.
have much, much more to move out, manuals, tube sockets, relays, you
name it. thats all for now. thank you.
Robert Fowle
the HAMMARLUND historian
Ph. 517-789-6721
E-mail: Hammarlund@vixa.voyager.net



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Andy Wallace <wallace@mc.com>
Subject: CQ Radio Classics calendars
Message-ID: <9512201603.AA03717@taku>

I got mine for ($10?) at the local Ham Radio Outlet...this is
my second year of buying them.

Lots more nice photos! Viking 2, Drake 1-A, Drake 2-C (dang, where's
the 2-NT/2-CQ that should be there!?), CE-200V, et cetera. 

How long has CQ been doing these calendars? Yes, I would like to
buy YOUR '94 or before copy.

73,
--Andy
wallace@mc.com

P.S. Most of the rigs have slight blemishes, which I am glad
to see. These rigs might actually be USED and not just wrapped
in Saran wrap to sit on a shelf and "accrue."


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: CQ Radio Classics calendars
Message-ID: <Pine.3.89.9512201600.E12223-0100000@unixs7.cis.pitt.edu>

What no Collins pictures??

Dave, W3BJZ


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: David Stinson <72227.1640@compuserve.com>
Subject: DUHHHHHH!  I B DUMMY TODAY!
Message-ID: <951220174223_72227.1640_EHM71-1@CompuServe.COM>

Aw Heck!  As soon as I pressed the "send" key, 
that tiny little 1-watt bulb came on in my head....

The Xl of roller coil matches the Xc of the 100pF cap
and the two become (theoretical) 0 ohms, leaving
only the 5 ohm resistor!

DUHHHHHHHHHH.....
Some days it don't pay to try to think!

Red Faced, 
Dave Stinson AB5S/7



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: "Dick Dillman" <ddillman@igc.apc.org>
Subject: Fwd: Hallicrafters SX-62a FOR SALE
Message-ID: <79831.ddillman@igc.apc.org>


*NOTE* The message below is re-posted from rec.radio.swap - all 
replies must go to the person designated in the message, not me.

----- Forwarded message begins here -----
From: Jim Paul  <jimpaul@interport.net >
Newsgroups: usenet.rec.antiques.radio+phono,usenet.rec.radio.swap
From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Andy Wallace <wallace@mc.com>
Subject: Re: Greensboro NC hamfest report
Message-ID: <9512201600.AA03713@taku>


----- Begin Included Message -----

From: Nick England <nick@cs.unc.edu>
Subject: Greensboro NC hamfest report

>The other great spot was a big pile of stuff from an estate.
>Two HRO-5's w/coils ($75 maybe)
>HC-10 ($40)

	What's that sound? Oh, it's the sound of BA members
softly whimpering.

>and .... an NC-400 which I got for $250 - 
>I was later offered more for it but No Sale - this one is a keeper. 

	Nice find! I read the ER article with interest, but I
figured finding one would be too tough to worry about. <grin>
Let us know how well it works when you have it back. 

--Andy
wallace@mc.com


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: stever@cybercomm.net (Stephan Rashkin) (by way of stever@raven.cybercom.com (Stephan Rashkin))
Subject: Hallicrafters S-53A
Message-ID: <199512192336.SAA04523@raven.cybercomm.net>

I just adopted a Hallicrafters S-53A in nice shape..I would like to
do a quick alignment on it..I haven't received the photocopy of the
manual yet..and I don't like to tweak without knowing what I'm 
tweaking..could someone just let me know what the particular
adustments on the left and the right of the main tuning capacitor
on the chassis are assigned to..

facing the radio and to the left of the variable are 5 tuning points,
facing the radio and to the right of the variable are 6 tuning points..

The letter designations are my own..If someone could just send me the
assigned band A,B,C,D,and E and whether ant., osc etc along with my
designations I would be grateful.

thanks,

Steve, WA2NHZ

                                   Back of S-53A
               ________________________________

                                                              
                                                 k.   O

                e.  O                          j.   O
                                                  
                d.  O                          i.   O

                c.  O        |||||||||||||     h.  O        Top of Chassis

                b.  O        IIIIIIIIIIIII     g.  O
                                variable 
                a.  O                           f.  O

               ___________________________________

                                 Front  




From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: stever@cybercomm.net (Stephan Rashkin)
Subject: Re: Hallicrafters S-53A
Message-ID: <199512200936.EAA26719@raven.cybercomm.net>

*****************************
No longer need alignment info for the S53A..Gary helped us out..
Mission Accomplished...One happy S-53A
*****************************


Gary Harmon wrote:
>>OK Steve, you asked for it......
>>
>>Use sig gen with modulated output from 455kc to 52mhz.
>>
>>Connect output meter across speaker voice coil terminals.
>>
>>Settings:  receive; am; noise limiter at off; tone at high; phones at
>>speaker; sensitivity, volume, and bandspread fully clockwise.
>
SNIP SNIP.....Turn, squeak and tweak...
>
>**************************************************************
>
>Hi Gary,
>
>Thanks for the alignment info...It is almost 4am (don't work today)
>I spent  the evening cleaning up the S53A and it looks almost new
>only has a couple small scratches on the bottom..as I mentioned
>earlier I replaced the 6H6 and it took right off...sigs were fair on
> band c, poor on band b, non-existant on d, and some noise on e..
>Well I re-aligned it completely with the instructions you sent and it
>came alive..All bands working like it was new..I am even hearing
> stuff on the 27 mhz band..48 to 52 mhz shows decent sensitivity
>according to generator and I do hear some sorta sigs there..maybe
>tell tomorrow..there is some local 6 meter activity I can slope tune
>for..and I believe I hear the junk from tv..anyway I just wanted to
>thank you, and so does the lil S53A...to think it was almost thrown
>in garbage by my neighbors :0 \   Think I'll try a few novice contacts
>on 40 cw later with the 53 and the Adventurer if we get snowed in
> here..

>73's
>
>thanks again,
>Steve, WA2NHZ
>
>



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
Subject: Hallicrafters SX-62a FOR SALE

inquiries to:
Nick Dudish
315 894-2134
109 West Rand Street
Ilion, New York 13357


------ Forwarded message ends here ------

                             Dick Dillman
                       WPE2VT  N6VS  ex-WA2BJK
                        <ddillman@igc.apc.org>
                      Collector of Heavy Metal:
                Harleys, Willys and Radios Over 100lbs.



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: MODSTEPH@ACS.EKU.EDU
Subject: Re: Heath HM-15
Message-ID: <01HZ11DKRWZ6000P1N@ACS.EKU.EDU>

     With reference to the two resistors taped inside the box, I did the
same thing many years ago when I built the forerunner of the HM-15.

     The resistors come with the kit - the meter is designed to work
at either 50 ohms or 70 ohms, and depending on which impedance you are
operating, the resistors are different.  So whoever built that set it
for one impedance and left the resistors inside to switch to the other
if such was wanted sometime in the future.

     Incidetnally, I did just that: originally set to operate at 70 
ohms, then many years later changed over to 50 ohms (to go with the 
antenna tuner).  And now the 70-ohm resistors are taped inside the box,
just in case...

     73,  Al  N5AIT
  modsteph@acs.eku.edu



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Jacqueline Herman <jherman@sierra.net>
Subject: Heath HM-15, & a motor question
Message-ID: <Pine.SUN.3.91.951219171547.6063B-100000@diamond>

Gang,
1. I just acquired a Heath HM-15 SWR meter, and naturally removed the
cover to see how good of a job the original owner\builder did (of course
there's not much to one of these). Now why would there be two resistors
(33 and 75 ohm) taped (unconnected) to the bottom of the chassis? If one
of you ever built one of these, what options were available that these
resistors might be needed?

2. I'm in the process of acquiring an old air raid siren ("What the
hell are you going to to with that?") (it would make a nice 130dB
burgler alarm for the house  =:o ). The siren motor requires
240VAC single phase. Now what phase is the 240V that is supplied
to the house? (You don't expect me to just put the thing on display
without playing with it, do you?)

73 from Nevada (geez it's cold here - can't wait to get back to Hawaii),
Jeff NH6IL\7


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: penson@sci.mus.mn.us (Chuck Penson)
Subject: Re: Heath HM-15, & a motor question
Message-ID: <v01520d00acfdd0beea1c@[206.9.148.10]>

>Now why would there be two resistors
>(33 and 75 ohm) taped (unconnected) to the bottom of the chassis? If one
>of you ever built one of these, what options were available that these
>resistors might be needed?

Jeff:

The HM-15 could be wired for either 50 or 75 ohm loads. the spare resistors
are for the option not chosen. I think I have a book on that thing but
without looking at it I am unable to tell you which option yours is wired
for, but I'll guess 50 ohms.



>2. I'm in the process of acquiring an old air raid siren

You'll be very popular with the neighbors...


Chuck

Chuck Penson
WA7ZZE
A collector of Heath electronic products




From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: David Stinson <72227.1640@compuserve.com>
Subject: HELP EDUCATE THIS FARMBOY
Message-ID: <951220165555_72227.1640_EHM112-1@CompuServe.COM>

Hi-Z  vs. Lo-Z antennas on WWII aircraft:
I never was an "electron-head," as we call
those who can do smith chart calculations on their 
fingers.  There are lots of people smarter then me
and I'd sincerely like to know what I'm missing.
I don't mind playing the class dunce if I can learn from it.

A typical WW-II fighter aircraft antenna fed by a command 
set, such as in the P-47, would be about eight feet of wire
strung parrellel to the aircraft body and end or center 
fed by the lead-in wire.  This antenna is electrically short,
and is equiv. to a series circuit dominated by it's capacitance
to the ground plane.

In a series circuit, Z = square-root of the sum of the squares of
the DC circuit resistance (R) and the (in this circuit dominantly 
capacitive) reactance (X).  Let's use the A.R.C. phantom antenna 
that was designed to simulate these antennas as a guide. 
It consist of a 100 pF cap in series with a 5-ohm resistor to ground.
This gets rid of the need to consider Xl and makes for easier
figuring.  We'll figure for 40 meters.   I'll round everything off.

Z  = Srq-Rt R^2 + X^2
R = 5 ohms.  
R^2 = 25
Xc = 1 /  (2pi)FC so 1 / (6.28*7*.0001)  = 227 ohms
Xc^2 = 51529
Sum of sqrs = 51554
Sqr-rt of sum of sqrs = 227

Therefore, the impedance of the ARC phantom antenna at 
7 MC is 227 ohms, which I'd call Hi-Z compared to 50 ohms.
On 3.8 MC it works out to around 419 ohms.

Now, I've missed something somewhere and I'd sincerely like 
to know what it is.  Thanks folks!

73 DE Dave Stinson AB5S/7
            72227.1640@compuserve.com




From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: lkayser@WorldLink.ca (Larry Kayser)
Subject: Help Please, 304TH/TL SOCKET
Message-ID: <9512192322.AB04117@beacon.WorldLink.ca>

Wanted, one piece, used, Johnson #215 (I think this is the number), 4 pin
Tube Socket for 304TH/TL.  This is ceramic base about 5/8 inch thick and
about 2 1/2" in diameter with 4 vertical metal sockets for the tube pins
about 1/4" diameter pins

I am still trying to find a socket of this type.  Is there anyone who can
point me to other sources or ideas on how I can find one of these tube
sockets.  I am part way through building a large CW man's amplifier in
modern bread board construction - but I stop dead now until I find another
tube socket.

Help in the form of pointers will be greatly appreciated

Larry - va3lk / wa3zia




From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Keith Heitzmann <kk5fe@accesscom.net>
Subject: Help!! Need a stocking stuffer for my wife
Message-ID: <199512200501.XAA10405@uro.theporch.com>

Hey Gang,

My wife needs a T-R switch to go with her Johnson Valiant. Does anyone an
extra Johnson 250-39 or something like it. Looks are not important, would
like it to work thought.
Thanks and happy holidays,
Keith  KK5FE

P.S.
Dont tell her what I'm getting her.
*************************************
***********Keith Heitzmann************
************Covington, La.*************
*******Email: kk5fe@accesscom.net*******
*************************************



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: MODSTEPH@ACS.EKU.EDU
Subject: Re: Help!! Need a stocking stuffer...
Message-ID: <01HZ11N5NXEG000P1N@ACS.EKU.EDU>

..somehow I always thought a wife WAS a "Stocking stuffer..."

     :p

     Al



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Dave Hockaday <wb4iuy@nando.net>
Subject: Re: Hertz-No!
Message-ID: <9512200038.AA23401@merlin.nando.net>

>line. Cycles, Kilocycles and Megacycles mean something. I can see a cycle 
>on a scope. Let Hertz rent cars. 
>Steve Ellington N4LQ@IGLOU.COM  Louisville, Ky 

Here, here!!
Dave Hockaday WB4IUY
wb4iuy@nando.net



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Michael.J.Knudsen@att.com
Subject: Re: Hertz: No!
Message-ID: <9512192233.AA24204@bock.ih.att.com>

Say, what is webers/sq-m now?  THe new Tesla?  I seem to remember
that guass and webvers weren't equivalent.

Also, anyone know what the Pascal is in terms of basic units?
73, mike k w9nrd


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: dt@scotborders.co.uk (David Topham - Arts & Science)
Subject: Re: Hertz: No!
Message-ID: <9512201751.AA24039@scotborders.co.uk>

I hesitate; but not much...

>>> metric measurements are not bizarre trivia, but are part of 
>>> everyday life in all civilised countries.

The real richness comes when we can merrily mix 'n match through free will.

In France you still buy groceries by the livre (lb), and measure sensible
things by the pouce (thumb = inch). We are quite comfortable all over the
world etching micron geometries on 6, 8 or maybe 12 inch wafers...  ...and I
buy my 50mm x 50mm timber in 8, 12 or 16 foot lengths here in the UK, where
our roads are in miles and our footpaths kilometres...

..where things go wrong is when we are forced. It has just become _illegal_
to sell meat by the lb in the UK. Guess what, it's sold in 454gm packs...
..you can sell milk in pints, but not beer, which is now litres.

All nations that can maintain the ability to cope with mixed and appropriate
systems in the same sentence, and rejoice in trivia, will demonstrate the
agility of mind to do well.


..and that's why we mass our BA's in pounds (or tons).


David Topham  GM3WKB  dt@artscience.scotborders.uk



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: w7ni@teleport.com (Stan Griffiths)
Subject: Re: Hertz: No!
Message-ID: <199512201902.LAA10498@desiree.teleport.com>

>Michael Covington wrote:
>
>>The argument against the Hertz is simply that it's the reciprocal of
>>a unit we already have (the second)...reciprocals...
>>are not separately named units
>
>Not strictly true. The inverse of the second is one radian 
>
>per second.

Hi Tom,

"The inverse of the second is one radian per second."  I don't get it.
Please explain in more detail for my thick skull.

>A cycle per second is two pi radians per second.
>Perhaps being able to forget the two pi justifies a seperate
>unit.
>
>Tom Clarke
>KE4VFH

Then there is the case where we use the same unit name for two different things.

Second = 1/60 of a minute or 1/3600 of an hour (time)

Second = 1/60 of a degree (angle)

You could have something rotating at a rate of 1 second per second and if
you didn't know better, you could cancel the upper second with the lower
second and have a rotation rate of simply "1" with no units at all!

Stan  W7NI@teleport.com



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: clarke@next3.acme.ist.ucf.edu (Thomas Clarke)
Subject: Re: Hertz: No!
Message-ID: <9512202049.AA12398@next3.acme.ist.ucf.edu>

>Hi Tom,

>"The inverse of the second is one radian per second."  I don't get  
it.
>Please explain in more detail for my thick skull.

Sine/cosine waves can be generated by looking edgewise at
a point going around a circle.  An 80 meter sine wave
is like an edge on view of an electron cycling around a
circle 3.5 million times in a second.  


If it's a one volt amplitude sine wave then it is a circle of
"radius" one volt.  The maximimum speed of the electron on
its sine wave is not 3.5 M volts/sec, but two pi times 3.5 M  
volts/sec.  The two pi either comes the hard way from calculus
or from the fact that the electron goes around the circle which
has circumference two pi times a volt every cycle.  


The pesky two pi thus pops up when you are calculating
velocity which has units of volts(or whatever) over time.
It's the same two pi that shows up in reactance calculations.
To get rid of this annoying factor, frequency can be measured 

in radians per second, the number of 57.odd degrees the point
goes per second.  So to a physicist or anyone else who
doesn't like two pi's, the inverse of a second is one radian/second.
80 meters is thus 21 million or so radians per second.  


Stepping off the soapbox, I am
Tom Clarke
KE4VFH


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Stanley Siegel <SIEGELS@turing.law.nyu.edu>
Subject: KWS-1 parts needed
Message-ID: <s0d808d0.001@turing.law.nyu.edu>

Does anyone out there have a few KWS-1 power supply interlocks
available?  I'm still restoring my transmitter to original shape, after owning
it more than 20 years.  Many thanks.

                         Stan, W6TJS
                         SIEGELS@TURING.LAW.NYU.EDU



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: KWS-1 parts needed
Message-ID: <Pine.3.89.9512201655.I12223-0100000@unixs7.cis.pitt.edu>

For the very best information on Drake equipment.  Call Don, WZ8O on the 
Drake Net on Saturday evening at 8 PM on 3865 Khz.  He can assist you 
with the paint schemes.

Dave, W3BJZ



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: jml@spider.lloyd.com (Jim Lockwood)
Subject: matching drake paint....
Message-ID: <m0tSVFt-000Tr8C@spider.lloyd.com>

For anyone interested in a darn close match for the paint on a 2B, my
suggestion is to use Rustoleum Satin Black.  (Not flat black, not semi-gloss
black....the product name is "Satin Black".)  When fully cured, it is
extremely tough, maybe not as tough as an epoxy paint, but very resistant to
normal abrasions and scratches.

I have an un-repainted 2B that I compared to my recently acquired and even
more recently repainted 2B "parts radio" and the two are virtually
indistinguishable.  

The caveats I would issue in regards to this paint are these:

1.  This is a very slow drying paint.  Allow two or three days before you do
anything that would risk scratching it (like reinstalling the 2B chassis,
for example).   A side effect of this slow drying is that it is also a dust
magnet for a relatively long time.   The painted object needs to be kept in
a dust-free environment while the paint cures.

2.  Shake, shake, shake.   To get the most uniform satin appearance,
thoroughly shake the aerosol can before spraying and during any pauses in
spraying.   If you buy this in bulk (it's available in quarts and (I think)
gallons), insist on having it mechanically shaken in the store.

3. Use a compatible primer under the Satin Black (as opposed to using no
primer at all).

In summary, this paint is Good Stuff, IFF you observe a few precautions
about its use.  


73,

Jim - km6nk



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: gc@fox.cen.com (Gary Chatters)
Subject: Q: Tone squelch on military radios???
Message-ID: <9512201507.AA04080@cen.com>

A couple of posts have mentioned tone squelch on military VHF-FM radios.
Could someone explain this in a little more detail?

Is this the same as CTCSS (e.g., Motorola PL) on commercial
land mobile radios?

When did they start using it?

Do they only use one tone?  Someone said they use 150Hz.

Commercial LMRs have multiple tones available so that multiple
overlapping users can share a channel.  If the military is all
on one tone, what is the purpose of using it?

Commercial radios (e.g., Motorola) that use CTCSS also include carrier
squelch and the radio may have a "Monitor" switch to disable the CTCSS.
Are the military radios that don't allow disabling tone squelch
built without carrier squelch or would it just require internal
wiring change to use it without tone?

[No great purpose in asking; just curious in case I run across
one of these at a hamfest someday.]

TNX ES 73,

Gary



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Robert Rice <rcrice@sam.neosoft.com>
Subject: Re: Q: Tone squelch on military radios???
Message-ID: <30D85EFB.7023@sam.neosoft.com>

Gary Chatters wrote:
> 
> A couple of posts have mentioned tone squelch on military VHF-FM radios.
> Could someone explain this in a little more detail?
> 
> Is this the same as CTCSS (e.g., Motorola PL) on commercial
> land mobile radios?
> 
> When did they start using it?
> 
> Do they only use one tone?  Someone said they use 150Hz.
> 

I believe that 150hz is the right freq for the tone.  It is a single 
continuous tone.  Some of the military VHF sets always transmit and always 
want to receive the tone.  Some like the VRC-12 series radios have a setting 
that always sends the tone, but receives on a carrier squelch.


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: "Marcotte, T F (T" <TFMA@chevron.com>
Subject: R-725 (R-390A Variant)???
Message-ID: <CPLAN030.TFMA.044317120095354FCPLAN030@ION.CHEVRON.COM>


From: Marcotte, T F (Tom)
Subject:  R-725 (R-390A Variant)???
From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: "Craig Anderson - Ext. 1364" <CAnderso@smtp.stp.tec.mn.us>
Subject: R390/R390A main tuning knob
Message-ID: <30D79A84@smtp.stp.tec.mn.us>


Need the megahetz or bandswitch knob for an R390 or R390A for a restoration 
project on a 1967 EAC R390A.  Can anyone help?  Also need meters.


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: BC348@aol.com
Subject: Regarding BA books and magazines
Message-ID: <951219164011_76038730@emout05.mail.aol.com>

     I have the book Fixing up nice old Radios! by Ed Romney and have enjoyed
it over the years.  It is a difficult book to get around in and like another
post said has many errors.  The reason though the book is worthwile is
chapter 16 ...Communications receivers, transmitters and early amateur radio
gear...although only one transmitter is written about, the Harvey Wells
bandmaster, the information about Hallicrafters and National is good.  
    Another book of course is the Communications Receivers, The vacuum tube
era:1932-1981.  My copy is tattered and has gone to many a hamfest over the
years.
     But one of the better sources for BA related articles are the ham
magazines.  I just got about 300 old CQs, QST and Ham Radio magazines
spanning from the late fifties to 1980.  It is interesting to go through the
magazines to witness the downfall of the BA to the introduction of solid
state gear, the original AM vs. SIDEBAND debates and countless articles about
mods for BA gear.  For example in the Ham Radio magazine, December 1978 there
is  an article called "updated vacuum-tube receiver" by Fred Brown , a very
detailed seven page article on how to modify a HQ-110 receiver. 

       "Probably the two worst shortcomings of older tube-type receivers are
their lack of selectivity and their warm-up drift. The drift results mainly
from temperature changes brought about by the large abount of heat generated
by the tubes. Although much can be done with tube receivers to minimize
temperature drift, the best solution is to abandon tubes altogether and
substitue transistors."

        And the article describes how to solid-state your HQ-110 tube by
tube.(are you listening Robert Fowle?) A lot of the articles were not about
preservation but getting the most out of older technology.   Another
noteworthy article is in the Ham Radio Magazine , November 1979 , written by
Bill Orr titled "The Hallicrafters Story" with many historic photos. 
                 73's, Happy Holidays from the Boatanchor Room at AC4LC, Bill
        


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Henry van Cleef <vancleef@bga.com>
Subject: Re: Regarding BA books and magazines
Message-ID: <199512200151.TAA07103@zoom.bga.com>

As BC348@aol.com said
> 
>      I have the book Fixing up nice old Radios! by Ed Romney and have enjoyed
> it over the years.  It is a difficult book to get around in and like another
> post said has many errors.  The reason though the book is worthwile is
> chapter 16 ...Communications receivers, transmitters and early amateur radio
> gear...although only one transmitter is written about, the Harvey Wells
> bandmaster, the information about Hallicrafters and National is good.  
> 
I wasn't sure that the original article meant to reference Romney's
book.  I think that for the total novice, Romney is a starting point.
There are points where I don't agree with Romney, particularly his
unwillingness to replace all caps or all fixed resistors in sets that
have a large percentage of bad ones.  It's also obvious, from his
comments about an old Scott radio that needs the chassis replated, that
he's never taken a set completely apart and rebuilt it with
new/refurbished components.  Romney's theory on a number of things is
pretty hazy.  

I still feel that Terman's "Radio Engineering" is **the** classic on
old radio design.  By this I mean either the second or third edition.
The fourth edition (Electronic and Radio Engineering) is somewhat
watered down in its attempts to cover transistors and non-radio
electronics.  Terman's "Radio Engineer's Handbook" 1st edition is
another classic.  If you want to learn about oscillators and
amplifiers, read Terman.  

I'll also put in a plug for Alfred Ghirardi's books, particularly
"Radio Physics Course" and "Modern Radio Servicing."  Both are somewhat
antique, but they are written for the technician, and are somewhat
clearer than Terman's material, which was written for engineering
students and engineers.  Both Ghirardi and Terman "Radio Engineering,"
as well as Langford Smith "Radiotron Designer's Handbook" have
first-class discussions of inductance, resistance, capacitance, and how
these play together.  I find that 80% of the nasty troubleshooting I do
involves analyzing how a circuit ought to work and then measuring
parameters to see if it behaves as predicted.  I get better results
doing such an analysis than I do from reading some of the Rider and
Sams voltage and resistance charts.  


-- 
***********************************************************
Hank van Cleef  vancleef@bga.com  vancleef@tmn.com
***********************************************************



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: "C. J. Hawley Jr." <hawley@aries.scs.uiuc.edu>
Subject: Re: RELAY FOR KWM-2
Message-ID: <30D849EC.3619@aries.scs.uiuc.edu>

aculbert@pps1-po.phyp.uiowa.edu wrote:
> 
> Any suggestions as to a source for relay K3, Collins p/n 970-1914-00, which is
> the antenna change over relay.
> 
> Al, K0AL
> 
>         allan-culbert@uiowa.edu

Surplus Sales of Nebraska had them for about $50. 1-800-244-4567. Kind of a lot 
of money, even if they still have them.
-- 


Charles Jack Hawley Jr.
Amateur Radio KE9UW (A.K.A. 'Chuck' in Ham Radio) 
BMW K100RS, BMWMOA #224 (A.K.A. 'Jack' in Motorcycles) 
hawley@aries.scs.uiuc.edu
Sr. Research Engineer Emeritus
Univ of Ill, Urbana-Champaign


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: lhalliday@creo.bc.ca
Subject: Re[2]: Hertz: No!
Message-ID: <9511198194.AA819414331@mail.creo.bc.ca>

Mike K asks:

> Also, anyone know what the Pascal is in terms of basic
> units?

        1 Pascal = 1 Newton / meter**2

A Newton is a derived unit (1 kilogram meter / second**2 - 
remember f = ma), but thinking of a Pascal as 1 Newton per 
square meter shows it to be the unit of pressure that it is.

When a unit has an awkward size, everybody uses a multiple - 
not only kilopascals (look at any weather report), but also 
kilograms, microfarads and millihenries. Not to mention 
gigahertz and kilohms. Note that the big unit prefixes (mega, 
giga, tera, etc.) have capital letters in abbreviations, as in 
GHz.

Please remember that not everybody on this list is American - 
metric measurements are not bizarre trivia, but are part of 
everyday life in all civilised countries.

Laura Halliday VE7LDH         "C'est une femme mutine, assez
                               elegante, grave et legere, ayant
lhalliday@creo.bc.ca           le sens du confort et du plaisir
ve7ldh@amsat.org               en tout." - C. Deneuve



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Michael Covington <mcovingt@ai.uga.edu>
Subject: Re: Re[2]: Hertz: No!
Message-ID: <199512200105.UAA00748@aisun3.ai.uga.edu>


> Please remember that not everybody on this list is American - 
> metric measurements are not bizarre trivia, but are part of 
> everyday life in all civilised countries.

I take it you don't consider Great Britain civilised? :)


-- 
Michael A. Covington                http://www.ai.uga.edu/faculty/covington/
Artificial Intelligence Center                                           <><
The University of Georgia                Unless specifically indicated, I am
Athens, GA 30602-7415 U.S.A.                not speaking for the University.


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Henry van Cleef <vancleef@bga.com>
Subject: Re: Re[2]: Hertz: No!
Message-ID: <199512200210.UAA08665@zoom.bga.com>

As lhalliday@creo.bc.ca said
> 
> When a unit has an awkward size, everybody uses a multiple - 
> not only kilopascals (look at any weather report), but also 
> kilograms, microfarads and millihenries. Not to mention 
> gigahertz and kilohms. Note that the big unit prefixes (mega, 
> giga, tera, etc.) have capital letters in abbreviations, as in 
> GHz.
My recollection is that metric pressures in weather reports are given
in millibars.  The altimeter that was installed in my old Beech Bonanza
has settings in both inches and millibars in the Kollsman window.  
> 
> Please remember that not everybody on this list is American - 
> metric measurements are not bizarre trivia, but are part of 
> everyday life in all civilised countries.
> 
Well, I thank than any US electrical engineer has gotten pretty well
indoctrinated in metric units for mechanical and heat measurements.
The electrical units already are metric; what we are talking about is
putting new names on old units.  If the English speaking countries are
going to ape the German usage, then tachometers need to be remarked in
"U/M" (Undrehung/Minute).  

One place where international usage is NOT metric is in aviation.
Distance is in nautical miles, speed in knots, and altitude in feet.
Also, throttles now push to open as a standard thing.  WW II German
aircrafts used metric speeds and altitudes, and the throttles pulled to
open.  In terms of practical accuracy, a nautical mile is 2000 yards or
2 kilometers, for short distances or airspeed indicator calibration.  

-- 
***********************************************************
Hank van Cleef  vancleef@bga.com  vancleef@tmn.com
***********************************************************



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: MEC <danmec@inet.uni-c.dk>
Subject: Re: Re[2]: Hertz: No!
Message-ID: <Pine.3.89.9512201007.A16949-0100000@inet.uni-c.dk>

> Please remember that not everybody on this list is American - 
> metric measurements are not bizarre trivia, but are part of 
> everyday life in all civilised countries.



YOU SAID IT : ALL CIVILIZED COUNTRIES !!  HI

73  RAG OZ8RO
> 
> Laura Halliday VE7LDH         "C'est une femme mutine, assez
>                                elegante, grave et legere, ayant
> lhalliday@creo.bc.ca           le sens du confort et du plaisir
> ve7ldh@amsat.org               en tout." - C. Deneuve
> 
> 


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: dlkerl@elvis.b11.ingr.com (Dan Kerl)
Subject: Re: Re[2]: Hertz: No!
Message-ID: <199512201542.AA26452@elvis.b11.ingr.com>

> My recollection is that metric pressures in weather reports are given
> in millibars.  The altimeter that was installed in my old Beech Bonanza
> has settings in both inches and millibars in the Kollsman window.  

1 bar  = 1E+05 Newtons/meter^2, so 1 millibar = 1E+02 N/m^2
1 Pascal = 1E+00 N/m^2,  so 1 kiloPascal = 1E+03 N/m^2
So 1 kiloPascal = 10 millibars.

I guess they aren't exactly the same as I had previously thought. The
HSV ATIS only gives the altimeter setting in inches of Hg.  Does the new
TAF/METAR format weather reports have any units changes?

The English system of measurement has some things going for it. For
example, 12 can be fractionalized twice as many ways as 10.  I suspect
if humans had evolved with six digits per hand, this would be a
non-issue. 

Merry Christmas!

				Dan Kerl
				dlkerl@ingr.com



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: tech@cs.athabascau.ca (Richard Loken)
Subject: Re[2]: Hertz: No!
Message-ID: <m0tSS3c-0018OmC@aupair.cs.athabascau.ca>

Michael A. Covington says:

>> Please remember that not everybody on this list is American - 
>> metric measurements are not bizarre trivia, but are part of 
>> everyday life in all civilised countries.

>I take it you don't consider Great Britain civilised? :)

Gee, and that reply coming from an American:)  What was that quote now, let me
see...

    "The United States is the only nation that went directly from barbarianism
    to decadance without stopping at civilization."

Laura did overlook Great Britain when she said that however.  But!  I agree
with her, its impossible for a country to be civilised and use imperial units
of measure at the same time.

Oooh, watch that thing, its hot!

:) :)

  Richard Loken VE6BSV, Systems Programmer - VMS   : "...underneath those 
  Athabasca University				   : tuques we wear, our heads
  Athabasca, Alberta Canada			   : are naked!"
  ** tech@cs.athabascau.ca **                      :    - Arthur Black


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: paul Veltman <veltman@netcom.com>
Subject: Re: Re[2]: Hertz: No!
Message-ID: <Pine.3.89.9512192145.A20350-0100000@netcom5>

> 
> Please remember that not everybody on this list is American - 
> metric measurements are not bizarre trivia, but are part of 
> everyday life in all civilised countries.
> 
My my, now aren't we getting a tad provincial here?

So, by implication, countries that use other forms of measurement are not 
civilized?

Metric is useful in scientific applications.  And in the original subject of 
this thread, MHz vs Mcs, and Pico vs Micro-micro, etc., all these units 
are metric.  The bizarre trivia here is the seemingly useless renaming of 
units of measurement.

Now there is a greater problem in American-Metric measurements.  The US 
has gotten along just dandy for 200 years with it's system of 
measurement, US Standard or USS for short.  Present attempts to convert 
everything from USS to Metric are nightmares.  The kids math books now 
are metric, but when they go out into the real world, they have to deal 
with the same old USS that we've been using all along.  The attempts to 
convert everything to metric is, to me, attempting to replace one random 
system of measurement with another.  

I know that there is the old argument that everyone in Europe uses 
Metric, so it must be great for everyone else.  That's kind of like 
the comment that what's good for General Motors is good for the US.  
It's kind of like converting all our televisions to PAL from NTSC 
because Europe is using it. Think of the nightmare that would create.  

Well, I have to go shopping to tie up the loose ends for Christmas.  More 
on this subject later if it doesn't run out of gas on it's own. ;-)

73

Paul WA6OKQ


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: jerald@wrs.com (Jerald Pendleton)
Subject: Re: Re[2]: Hertz: No!
Message-ID: <9512201830.AA10308@walker.WRS.COM>


>From boatanchors@theporch.com Wed Dec 20 10:09:08 1995
>Reply-To: veltman@netcom.com
>Sender: boatanchors@theporch.com
>To: Multiple recipients of list <boatanchors@theporch.com>
>Subject: Re: Re[2]: Hertz: No!
>X-Listprocessor-Version: 6.0c -- ListProcessor by Anastasios Kotsikonas
>X-Comment: Please send list server requests to listproc@theporch.com
>Content-Type: TEXT/PLAIN; CHARSET="US-ASCII"
>Mime-Version: 1.0
>Content-Length: 1614
>
>> 
>> Please remember that not everybody on this list is American - 
>> metric measurements are not bizarre trivia, but are part of 
>> everyday life in all civilised countries.
>> 
>My my, now aren't we getting a tad provincial here?
>
>I know that there is the old argument that everyone in Europe uses 
>Metric, so it must be great for everyone else.  That's kind of like 
>the comment that what's good for General Motors is good for the US.  
>It's kind of like converting all our televisions to PAL from NTSC 
>because Europe is using it. Think of the nightmare that would create.  
>
>Well, I have to go shopping to tie up the loose ends for Christmas.  More 
>on this subject later if it doesn't run out of gas on it's own. ;-)

The comment about gas prompted a "that reminds me"...

It seems a few years ago, a airline crew (Air Canada?) noticed they had
a broken gas gauge.  Thier OPs manual said they could fly if they sticked
the tanks and ensured adequate fuel.  They sticked the tanks, had fuel
and took off.  Somewhere over the midwest, they ran out of gas and
deadsticked the 727 onto a dragstip.

It turns out that when they sticked the tanks (the flight originated
in Canada), the stick was in liters.  The flightcrew read the stick
as gallons.

Ooops.

If I remember correctly the flight crew got an attaboy for a fantastic
piece of flying (jets glide like my R-390A  (obBA)) and then got fired for
carelessness.

Maybe this subject is fueled in liters  ;-).

(Sorry, I'll go back to my room now...)

Joyous Noel,
Jerry Pendleton
KC6RTO


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Michael.J.Knudsen@att.com
Subject: Re: Re[2]: Hertz: No!
Message-ID: <9512201757.AA24365@bock.ih.att.com>

Probably the most positive way to think of the "Hz" is as a convenicne,
like the Ohm.  You don't ask for a 470 volts/amp resistor,
cuz it's easier to say "470 Ohms."  Maybe in two generations
a "freak meter" will be a "Herz meter."

But I greatly prefer "MC" and "KC" to the new versions.

BTW, a real irony is that in my work, everything is already in decimal,
i.e., thousands of an inch, or "mils."  Circuit boards are 10.76 inches
(not 10-3/4, how I hate those fractions).

Better quit before someone blows a 15 coul/s fuse :-)  73, mike k w9nrd


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: robert fowle <hammarlund@voyager.net>
Subject: Re: Re[2]: Hertz: No!
Message-ID: <199512201917.OAA02661@vixa.voyager.net>

yep civilized, funny how all the "civilized" places always * want* so much
from America. from money to boatanchors.
Happy Holidays, to those who celibrate them.

>> Please remember that not everybody on this list is American - 
>> metric measurements are not bizarre trivia, but are part of 
>> everyday life in all civilised countries.
>
>YOU SAID IT : ALL CIVILIZED COUNTRIES !!  HI
>
>73  RAG OZ8RO
>> 
>> Laura Halliday VE7LDH         "C'est une femme mutine, assez
>>                                elegante, grave et legere, ayant
>> lhalliday@creo.bc.ca           le sens du confort et du plaisir
>> ve7ldh@amsat.org               en tout." - C. Deneuve
>> 
>> 

Robert Fowle
the HAMMARLUND historian
Ph. 517-789-6721
E-mail: Hammarlund@vixa.voyager.net



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Michael Crestohl <mc@shore.net>
Subject: Spy Ship Radio Equipment
Message-ID: <199512201237.AA03181@northshore.ecosoft.com>

Hello All Heavy Metal Custodians....
I was just thinking about the USS Pueblo.  Anyone ex-swabbie types here?
I'm interested in knowing what receivers would have been used on a ship
like the Pueblo.  Anyone know anything about this?

Seasons Greetings!

Michael Crestohl, KH6KD/W1
mc@shore.net


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: David Stinson <72227.1640@compuserve.com>
Subject: TEKTRONIX MANUALS FOR TRADE
Message-ID: <951220202349_72227.1640_EHM150-1@CompuServe.COM>

Picked up the following additional Tektronix  manuals for trade.
If you need them and don't have trade stuff, write me anyhow.

323 Scope instruction manual.
7A18 / 7A18N Plug-in instruction manual.
7B53A / 7B53AN Plug-in instruction manual.
7B53A / 7B53AN Plug-in service manual.

Let me know.  Leftovers get shipped 
to my alma-whatchacallit, U.T. Austin

73 DE Dave Stinson AB5S/7
            72227.1640@compuserve.com



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: "Cal J. Eustaquio" <ceustaqu@violin.aix.calpoly.edu>
Subject: The Elusive GPR-92
Message-ID: <Pine.A32.3.91.951220073439.30993A-100000@violin.aix.calpoly.edu>

Hi folks:

Did anyone read the article in ER about that GPR-92? Rumor has it that 
the TMC Corp produced about 15 overruns of this rcvr over the original 
100 contracted out to Uncle Sam. Question is, where did these 100 rcvrs 
go to ? Any ideas out there? I have a hunch that they may be languishing 
in some of those "spy ships" alongside black faced R-390A's or probably 
onboard radar tracking ships like the Air Force's  "General Vandenburg."
73's. Cal, N6KYR.


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Johnson_Dan@AAC.COM
Subject: Wanted: Precision EV-20 VTVM docs
Message-ID: <9512200452.22762.ad@SMROUTER.AAC.COM>

Asking this for a friend who recently acquired a "Precision Series EV-20 
VTVM Multirange Test Set".  If anyone has some documentation that they 
wouldn't mind sharing/copying, I'll happily foot the costs.

Imagine his surprise to open the back of the VTVM and find several 
replacement tubes in boxes.  Wow, they thought of everything.

The meter apparently has some kind of "rf probe" plug on it, but his unit 
is sans probes.  I'm guessing it's intended for a demodulating probe with a 
tube circuit built into it.  He says the connector looks like an RF 
connector on an old signal generator but with two contacts in the center 
instead of one.  That's one mystery we're hoping to answer.

TIA and 73 de KC4EWT
Johnson_Dan@aac.com
Herndon VA


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Rick Blank <rblank@legend.txdirect.net>
Subject: Re: zillion holes -- stripping? (Drake)
Message-ID: <9512192308.AA20944@legend>

At 02:32 PM 12/19/95 -0600, you wrote:
>So here's a tough one. If I were wanting to strip and repaint, 
>say, a Drake R-4 cabinet, what is the best way to get all the 
>paint out of those leeeetle perforated holes? 
>
>I don't relish the thought of using a round needle file.
>
>And as a secondary thought -- what's a good paint to use
>to repaint the cabinet? I assume a SEMI-gloss black would do.
>
>--Andy
>wallace@mc.com
>
Andy, I usually use the best, heaviest bodied stripper that the local 
hardware chains have available and let it soak till all the paint is ready to 
slough off then I take a brass brush and scrub the case down.  I'll
usually then take the case someplace like the bathtub or the kitchen sink,
depending on size, and scrub down with straight ammonia to remove the last
little bits of paint.  I'll then etch the bare metal surface with a metal 
etch like avaiable at auto body and paint stores before priming with 
a good primer. 

To get the Drake texture, I'll spray on a couple of light but rough coats of
semi-
gloss or semi-flat black paint and after flashing off, put the case into
the oven at about 175 deg f.  After the case is warm, I'll take it back to
the spraying area and "sputter" on a light coat of the black paint.  Repeat
as necessary and practice on something beside the case for the first
time.The end
results are very close to the original Drake finish.

Rick Blank, KI5SL			rblank@txdirect.net
2223 Blanco Road			KI5SL@K3WGF.STX.USA.NOAM	
San Antonio, Texas 78212		AMSAT NA#26195



From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: scott@hpislst.lvld.hp.com
Subject: Re: zillion holes -- stripping? (Drake) 
Message-ID: <199512192331.AA270545873@relay.hp.com>


Andy asked:

> >So here's a tough one. If I were wanting to strip and repaint, 
> >say, a Drake R-4 cabinet, what is the best way to get all the 
> >paint out of those leeeetle perforated holes? 
> >

And Rick gave some good advice on stripping.  He then continues:

> To get the Drake texture, I'll spray on a couple of light but rough coats of
> semi-
> gloss or semi-flat black paint and after flashing off, put the case into
> the oven at about 175 deg f.  After the case is warm, I'll take it back to
> the spraying area and "sputter" on a light coat of the black paint.  Repeat
> as necessary and practice on something beside the case for the first
> time.The end
> results are very close to the original Drake finish.

Which Drake finish?  My early 4 stuff (R4, T4X, TR4 and RV4) all have a
smooth semi-gloss finish.  Later boxes like my MN2000, FS4 and all of
the C-line stuff I've seen have a spatter finish.  I'd say for Andy's
R4, smooth semi-gloss is the correct way to go.  Leave off the sputter
step and keep things smooth and even.


Scott Turner  KG0MR  scott@lvld.hp.com




From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Johnson_Dan@AAC.COM
Subject: Re: zillion holes -- stripping? (Drake)
Message-ID: <9512200452.22762.ac@SMROUTER.AAC.COM>

All of the paint came out of the little speaker holes on my S-38B, along 
with the rest of the radio, with 3-M Safest Stripper.  This is one of the 
newer, gel-like strippers and washes with water.  I had gotten it to remove 
the paint from a Philco 89 (wood), and it worked great there, also.

73 de KC4EWT
Johnson_Dan@aac.com


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: doonan@cordmc.dnet.etn.com (DENNIS DOONAN X6916 (KG9DO))
Subject: Re: zillion holes -- stripping? (Drake)
Message-ID: <9512201217.AA00309@etn.com>

  To make like easier, take the cabinet to a shop that strips furniture.
They can do a hot dip that will only need a solvent wash to be ready to
repaint.  The cost for this should be less than $10.  A jug of a GOOD
quality stripper will cost twice that.
  I just helped a local do just that.  If you want a working rig, not
an authentic perfect restoration, a high temperature paint used for
repainting barbeque grills gives a nice finish that is not too out of
place on the Drake.  I saw the results on the above mentioned cover and
it looked pretty good.


Good luck.
Happy Holidays to all.
73 de Dennis, KG9DO   doonan@cordmc.dnet.etn.com


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: johnmb <johnmb@nando.net>
Subject: Re: zillion holes -- stripping? (Drake)
Message-ID: <Pine.SUN.3.91.951220082850.1663B-100000@bessel.nando.net>


	Another idea for this, is to goop the chemical stripper
	on, and once it has had a chance to work, blast it
	off with the high pressure do it yourself carwash hose.
	I've done this with other stuff and it works well....

	/john


From boatanchors@theporch.com  Wed Dec 20 09:14:17 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: zillion holes -- stripping? (Drake)
Message-ID: <Pine.3.89.9512200908.C4890-0100000@unixs1.cis.pitt.edu>

If you want real mess on your hands do not try stripping any cabinet with
those venilation holes using a stripper solution.  I got into this with 
Collins cabinets and never again.  Recommend sanding using the wet 
sandpaper 220 grit and a lot of elbow grease.  These cabinets are 
aluminum and any sandblasting will just pit the metal.  I have heard that 
glass beading works better than sand, if you can find someone locally 
that has that equipment.

By the way, if you have someone locally that can dip the cabinets into a 
stripping solution that would be ideal.  Automotive restorers use this 
dunking process to strip the paint off their antique cars.

 Dave, W3BJZ


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: Andy Wallace <wallace@mc.com>
Subject: Re: zillion holes -- stripping? (Drake)
Message-ID: <9512201516.AA03677@taku>

A collective THANK YOU to the many people who have replied
with paint-stripping ideas. I appreciate it. It looks like
I should check the Yellow Pages for a furniture cauldron-dipper!

73,
--Andy
wallace@mc.com
..less snow than predicted here in MA, guess I don't get to
try daytime 20M stuff today. <grin>


From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: scott@hpislst.lvld.hp.com
Subject: Re: zillion holes -- stripping? (Drake) 
Message-ID: <199512201644.AA055037861@hp.com>


Responding to my own messages now.  Sheesh!  Anyway, I wrote:

> Which Drake finish?  My early 4 stuff (R4, T4X, TR4 and RV4) all have a
> smooth semi-gloss finish.  Later boxes like my MN2000, FS4 and all of
> the C-line stuff I've seen have a spatter finish.  

And then I went home and noticed that the RV4 (in my defense my latest Drake
acquisition) has the spatter finish too.  The finish is still different
than the later stuff though.  The spatter is less obvious and the
finish a bit smoother.  But the real reason for this note:

Does anyone on the list have a better idea of what Drake used and when
to finish cabinets.  I know we have Collins, Heath and Hammarlund
historians around here, but hows about some experts on the goings on from
the folks in Miamisburg?

Scott Turner  KG0MR  scott@lvld.hp.com



From boatanchors@theporch.com  Wed Dec 20 16:06:43 1995
From: KE8NEfix@aol.com
Subject: Re: zillion holes -- stripping? (Drake) 
Message-ID: <951220144733_95543590@emout05.mail.aol.com>

Hi Everybody,

Just so I can see how much mail I can generate on this subject, the company
that did Drake's original cabinet finishes is still in business.  I will not
have the time to get the name or the address and phone number until after the
first of the year, but I do understand that they will refinish your cabinets
on the factory line, if you send them to whereever they are located in Ohio
[source of the info: The Drake Net.  Net op WZ8O, Don Spillman[. Give me a
chance to chase this down and I will post it to the net.  If you want an
original finish, there is no way to do it in the field without a spray gun
and associated equipment.  It is a two stage process and it is Epoxy paint.
 You can get somewhat close, as far as appearance is concerned, but it won't
match unless you do all the pieces that you have.  After the first of the
year I intend to get the info as I have 7 cabinets that I need refinished and
I want original, not field fixed.

KIM


